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SYSTEMS™

a CENORIN™ product

Model 520 Washer/High Level Disinfector
Technical Specifications

PHYSICAL SPECIFICATIONS

ELECTRIC SPECIFICATIONS

WIDTH: 53” (135 cm) VOLTAGE: 115V 230 V

DEPTH: 31" (79 cm) CYCLES: 60 Hz

HEIGHT: 44’ (112 cm) CURRENT/WATTS: 20 A/2300 W 12 AI2760 W

CLEARANCE (LID RAISED): | 61” (155 cm) EXHAUST: 7848 BTU/HR 9418 BTU/HR

WEIGHT (EMPTY): 350 Ibs (159 kg) CIRCUIT REQ'D: 120V, 30 A 240 V, 30 A

DEDICATED CIRCUIT | DEDICATED CIRCUIT
(FULL): 770 Ibs (349 kg) W/ LOCKING W/ LOCKING

RECEPTACLE RECEPTACLE
(NEMA L5-30R) (NEMA L6-30R)

VOLUME: 25 gal. (95 L)

SEE HIGH THROUGHPUT HEATER SPECS

EQUIPPED W/:

6.5’ (198.12 cm)
CORD AND 30 A
LOCKING PLUG
(NEMA L5-30P)

6.5’ (198.12 cm)
CORD AND 30 A
LOCKING PLUG
(NEMA L6-30P)

CERTIFICATIONS:

#224861 @

PLUMBING SPECIFICATIONS

WATER REQUIREMENTS:

¥4 (1.90 cm) HOSE BIB FROM HOSPITAL SUPPLY
(115F%-120 °F (46C-49C) RECOMMENDED)

DRAIN REQUIREMENTS:
1% ID (3.8 cm)

DRAIN PIPE MUST BE LOCATED AT A MINIMUM
HEIGHT OF 34" (86.4 cm) FROM THE FLOOR
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